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ECH/Scale

MATIERE:
Material

 EXECUTION:

99 RUE AEXANDRE FOURNY
F94500 CHAMPIGNY SUR MARNE

 

CONSTRUCTEUR
Manufacturer

REV.

A

roupe
FOLIO

CARTER TYPE 1/1
218A IDW1:2

1ére EMISSION/Initial issueA09/09/19 RS AB MR

      

      
      

      

      

      

PRISE DE TERRE
EARTH SYSTEM

n9

116

OUVRIR CETTE PARTIE POUR LE RACCORDEMENT
OPEN THIS PART FOR CONNECTION

3
0

140
2
4
0

ENTREE/ENTRY

134

GLOBE BORISILICATE
BORISILICATE GLASS

GRILLE DE PROTECTION INOX
INOX GUARD

DESCRIPTION:
BOITIER EN ALLIAGE D'ALUMINIUM RECOUVERT D'UNE PEINTURE EPOXY.
FERMETURE DU COUVERCLE SUR JOINT PLASTIQUE IMPERDABLE PAR 4 VIS DE SECURITE EN ACIER INOXYDABLE
EQUERRE DE FIXATION EN ACIER INOXYDABLE.
CARTE WK064FEF/XXJ
RACCORDEMENT SUR BORNES A VISSER.
2 ENTREES POUR CABLE Ø SUR GAINE DE 7MM A 11MM( REF. EGM8ATX)
POIDS: 3KG.
 
DESCRIPTION:
CASE ALUMINIUM ALLOY, EPOXY PAINT.
COVER FIXED BY 4 STAINLESS-STEEL HEXAGONAL BOLTS.
STAINLESS-STEEL BRACKET.
CARD WK064FEF/XXJ .
CONNECTION ON SCREW TERMINAL BLOCKS.
2 CABLE GLAND FOR CABLE Ø ON SHEATH 7MM TO 11MM( REF. EGM8ATX)
WEIGHT: 3KG.

NOTA: POSTE FOURNI AVEC UNE POCHETTE COMPRENANT:
-1 BOUCHON D'OBTURATION (REF. CM432V2ATX)
 
NOTA: STATION IS DELIVRED WITH BAG WHO INCLUDES:
-1 SEALING CAP (REF. CM432V2ATX)
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